Quality Exposed Concrete Kit WACKER

i in_ci NEUSON
Compaction of in-situ concrete L fakes!
all it-Takes!

Extremely practical: The quality exposed concrete kit

The quality exposed concrete kit contains everything you need for the 1 electronic frequency converter FUE-M/S 75A with 6

compaction of high quality exposed concrete surfaces: A frequency sockets, 2 group switches and potentiometer (speed

converter, external vibrators and fastening clamps. The entire content adjustment 0 - 200 Hz)

is mounted on a steel pallet within a sturdy wooden box. e 6 quality exposed concrete surface external vibrators
AR26/6/042 3,5kN inclusive 10 metres power cable and plug

e 6 fastening clamps SV53 for frame- and beam-type
formwork

e 1 wooden box on a steel pallet
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Quality Exposed Concrete Kit Technical specifications

External vibrators AR26/6/042 3,5kN

Vibrations 6,000 rpm
Frequency 200 Hz
Standard centrifugal force 3.47 kN
Centrifugal force max. 3.47 kN
Rated voltage 3~ 42V
Rated current 8 A
Engine performance 0.3 kW
Weight 6.5 kg
LxWxH 223 x 190 x 102 mm
Cable length 10 m

Fastening clamps SV53

Weight 5.3 kg
L x W x H with saddle clamp 389 x 206 x 100 mm

Frequency converter FUE-M/S75A

Weight 29.5 kg
LxWxH 520 x 310 x 494 mm
Input voltage 3~ 400 - 415
Output voltage 3~ 42
Input frequency 50 - 60 Hz
Output frequency 0-200
Input current 13A
Output current 75 A
Input performance 9 kVA
Output performance 5.45 kVA

Frequency converter
Receptacles

Protection class

Adjustable output frequencies for the use of quality exposed concrete surface external vibrators Hz

Mitsubishi converter
6

IP 44

0-200

Please note: that product availability can vary from country to country. It is possible that information / products may not be available in your country. More detailed information on
engine power can be found in the operator's manual; the stated power may vary due to specific operating conditions. Subject to alterations and errors excepted. Applicable also to

illustrations.
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